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Abstract—The ability of a metallic cavity to sustain an isotropic
diffusive regime is a necessary condition in order to be used
as a reverberation chamber (RC) in narrow-band settings, for
which field samples are expected to behave as complex Gaussian
random variables. Yet, no reliable method has been introduced
so far that accurately predicts the lowest usable frequency
(LUF), starting from which field samples are more likely to
pass goodness-of-fit (GoF) tests, statistical tools that can measure
how well field samples behave as Gaussian variables. This letter
presents Monte Carlo simulation results that prove that the
likelihood of passing GoF tests can be accurately predictedby
measuring power transmission through the RC, without anya
priori information about its characteristics. These results allow
to identify the LUF from which a cavity is fit to generate rich
multipath environments, as ideally expected for RCs, e.g.,for
over-the-air tests of wireless devices, and EMC tests.

Index Terms—Reverberation chamber, modal overlapping,
Rayleigh fading, multipath propagation, statistical tests.

I. I NTRODUCTION

Reverberation chambers (RCs) are test facilities that are
expected to generate a rich multi-path environment, which can
be described by means of a superposition ofN plane waves,

E(r, ν) =

N(ν)
∑

n=1

Ẽ(k̂n(ν)) e
−jkok̂n(ν)·r (1)

wherek̂n(ν) andẼ(k̂n(ν)) are, respectively, the direction of
arrival and the complex amplitude of thenth plane wave, both
functions of frequencyν; r is the position of the observer and
ko = 2π/λ the wavenumber associated to the wavelengthλ.
Under ideal conditions,N → ∞ and energy injected into
the RC is scattered with equal probability among all possible
states, i.e., angles of arrival, polarization and amplitude, a
propagation regime implying isotropic diffusion [1], [2],which
results into a homogeneous spatial distribution of energy.This
condition makes up the basis for the ideal ability of RCs to
yield position- and orientation-independent test results[3].

It is therefore of practical importance to know the lowest
usable frequency (LUF) from which an RC approximates with
sufficient accuracy isotropic conditions. RC users may rely
on the use of goodness-of-fit (GoF) tests [4], to evaluate the
likelihood that a population of samples adhere to a reference
probability law: in fact, ideal diffusion leads to Gaussian-
distributed field samples [3]. This approach necessarily implies
an a posteriori decision, since based on measured samples,
with no possibility of predicting the LUF [5], [6].
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As opposed to plane-wave models, as in (1), preferred in
communication theory, physical considerations rather lead to a
different representation [1], seeing the field distribution within
a metallic cavity as the result of a superposition of independent
resonant responses, or modes, i.e.,

E(r, ν) =
∑

i∈I

γiei(r)ψi(ν), (2)

whereei(r) is the spatial distribution of the standing wave
underpinning theith mode,ψi(ν) its Lorentzian frequency
response andγi its complex amplitude. When used in a
narrow-band setting, only the few modes with a resonance
frequency close to the working frequency contribute [7]: these
modes are collected into the set of indexesI .

Based on (2), a number of criteria have been proposed to
identify diffusive conditions, all of them requiring a minimum
number of degrees of freedom, here modes: either looking for
modal density [3], modal overlap [7] or, similarly, minimum
electrical dimensions, often set with respect to the first RC
resonance [8]. While most of these criteria are based on rules
of thumb, none of them provides any quantitative estimate of
how likely GoF tests would be passed.

This paper fills in this gap, by proving that there exists
a direct relationship between average power transmission
through an RC and probability of rejecting the hypothesis
of isotropic diffusion. All predictions are supported by ex-
perimental results. This work is expected to help RC users to
more easily and confidently predict over what frequency range
isotropic diffusion can be obtained with sufficient accuracy, by
means of a straightforward measurement procedure.

II. PROBABILITY OF REJECTION FROM MODAL OVERLAP

Eq. (2) can be implemented into a Monte Carlo (MC)
scheme, in order to generate large populations of random
field samples sharing the same average number of overlapping
modes. This pool of data can then be used in order to explore
the relationship between modal overlap and the degree of
diffusion.

Field samples are generated at an arbitrary positionr, taking
a single scalar component of the electric field along a direction
p̂, as a linearly polarized antenna or probe would do. Hence,
(2) reduces top̂ · E(r, ν) =

∑

i γ
′

i(r)ψi(ν), with γ′i now
accounting for the randomness of spatial modal distributions
and their excitation coefficients. In the MC scheme, the{γ′i}
were modelled as zero-mean Gaussian random variables, while
the frequencies of resonance involved in the{ψi(ν)} were con-
sidered as uniformly distributed around the working frequency.
Defining asBm the 3 dB modal bandwidth covered byψi(ν),
an average modal overlapMW (see sec. III) is enforced by
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Fig. 1: Monte Carlo estimated probability of rejection from
KS tests of 100-sample data sets, as a function of the average
modal overlapMW and significance levelα (marked values)
for the null hypothesis of isotropic diffusion. Solid lines
represent approximation (3).

distributingNM = MWBe/Bm resonant frequencies over a
bandwidthBe. In this paperBe/Bm = 50, in order to enable
MW < 1 to be simulated, since modes come as integers.

This protocol was used in order to generate sets of105

field samples for each value ofMW going from 0.1 to 100.
From this pool of data, subsets ofNs samples were extracted
randomly, in order to study the impact of sample population
size, namely for 50, 100, 250, 500 and 1000 samples. This
choice covers most of the practical cases encountered by RC
users. For each population size, 1000 random realizations were
created in this way, practically independent because of the
shear number of available combinations.

As recalled when introducing (1), isotropic diffusion implies
that scalar components of field samples accurately follow a
complex Gaussian distribution, or exponential when dealing
with quantities proportional to their squared absolute value, as
is received power. These expectations are never fully met, as
they would require an infinite number of degrees of freedom.
But they can still be acceptable in statistical terms, sincethe
underlying distribution of populations of finite size can only
be inferred with finite precision. GoF tests take this statistical
uncertainty into account, by defining a statistics (i.e., a metric),
based on the available samples, whose distribution is knownin
case field samples follow, e.g., an ideal Gaussian distribution:
this is known as the null hypothesisHo.

In this respect, Kolmogorov-Smirnov (KS) test was applied
on the MC data subsets, but other tests may also be used
without any change in the procedure. KS test is based on
the statisticsDKS = maxx |F̂ (x) − F (x)|, with F̂ (x) the
empirical cumulative distribution obtained from the available
subset of data andF (x) the reference distribution associated to
the null hypothesisHo of isotropic diffusion.DKS is expected
to be smaller than a critical valueDcr = Dα/

√
Ns with

a probability 1 − α, whereα represents the probability of
rejectingHo even when the samples are distributed according
toHo, i.e., a false alarm: typical values ofα are chosen around
0.05. According to the measurement of power transmission
discussed in sec. III, an exponential distribution is expected
for ideal conditions. ThenDα = 1.25, 1.06 and 0.96, for
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Fig. 2: Monte Carlo estimated probability of rejection from
KS tests for a significance levelα = 0.05, as a function of
the average modal overlapMW and the size of the data sets
(marked values). Solid lines represent approximation (3).

α = 0.01, 0.05 and 0.1, respectively. These values are those
for a Lilliefors test, taking into account the fact that the
exponential distribution requires one parameter (its average)
to be empirically estimated [9].

For ideal conditions the probabilityPrej of observing
DKS > Dcr coincides with the significance levelα; otherwise,
a higher value would be expected, pointing to a measurable
departure fromHo. Prej can be estimated from the set ofDKS

obtained for each random realization of samples generated
by the MC scheme, by computing the empirical cumulative
distribution function ofDKS and thus the probability that
DKS > Dcr.

Figs. 1 and 2 show howPrej evolves asNs and MW

change, for different values ofα. It can be noticed how a
transition occurs asMW & 1. The transition region changes
with Ns, since as it increases GoF tests become more selective
at detecting ever smaller drifts fromHo. These results unam-
biguously prove thatPrej is univocally determined byMW

andNs, so that knowledge ofMW would allow predicting
the likelihood of an RC performance undistinguishable from
ideal isotropic diffusion.Prej decreases monotonously asMW

increases, converging toPrej = α asMW → ∞. Therefore,
there exists a criticalMW representing the minimum number
of effective degrees of freedom needed in order to ensure that
Prej be small enough.

In order to provide for simple decision criteria, the following
approximation of the MC results was studied

Prej(MW , α,Ns) ≃
1− α

1 + (MW /Mc)2
+ α, (3)

whereMc = Mα

√
Ns is a characteristic modal overlap, for

which Prej ≃ 0.5. Mα was found only to depend onα, and
equal to0.0917, 0.0759 and 0.0569 forα = 0.01, 0.05 and
0.1, respectively. Approximation (3) only holds forPrej . 0.4
and covers the region of decision values used in practice. Its
accuracy is shown in Figs. 1 and 2.

From (3), a decision criterion ensues

MW /Mc >

√

1− (Pth − α)

Pth − α
(4)
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wherePth is the maximum probability of rejection accepted by
an RC user. For a significant increase inPrej, e.g.,Pth −α 6
0.1, (4) yieldsMW /Mc > 3.

III. M ODAL OVERLAP FROM POWER TRANSMISSION

Recalling that the modal bandwidthBm(ν) = ν/Q(ν), with
Q(ν) the average quality factor of the RC, its average modal
overlap isMW (ν) = mW (ν) ν/Q(ν), where the average
modal densitymW (ν) of an electromagnetic cavity of volume
V was predicted by H. Weyl to bemW (ν) = 8πV ν2/c3, with
c the speed of light for the medium filling the cavity. Hence,

MW (ν) = 8πVλ(ν)/Q(ν) (5)

with Vλ(ν) = V/λ3.
Several methods have been developed in order to estimate

Q(ν), of which the most popular is based on the measure-
ment of power transmission through the RC [3]. The method
requires two antennas to be present within the RC and to
measure the average power transmission. When done by means
of a vector network analyzer (VNA),Sij scattering parameters
are measured for each random realization generated by a
stirring technique, e.g., a rotating paddle. Theinternal power
transmission, i.e., the fraction of power transmission occurring
within the RC, is then estimated

T (ν) =

〈

|S21|2
〉

η1η2(1 − |Γ1|2)(1 − |Γ2|2)
(6)

where 〈·〉 is the ensemble average, inevitably substituted by
the sample mean during experiments.Γi is the reflection
coefficient of theith antenna, either measured in free-space
conditions or estimated from RC measurements of theSii

scattering parameter, asΓi ≃ 〈Sii〉. The radiation efficiency of
the antenna,ηi, also needs to be taken into account, in order
to estimate the actual power transmitted through the RC.

It can then be demonstrated that [3]

T (ν) = Q(ν)/Qa(ν), (7)

with Qa(ν) = 16π2Vλ the contribution of antenna coupling
to power lost by the RC [3]. This definition does not consider
non-idealities in the antennas, as they are already taken into
account in (6).

From (5) and (7), it is therefore possible to directly express

M̂W (ν) = 1/2πT (ν), (8)

where the hat identifies an estimator, as opposed toMW

enforced during the MC simulations. The above expression
makesMW (ν) more tangible, as it now directly appears to be
related to power transmission, a quantity that can be estimated
and even monitored quite easily, withouta priori information
about the RC.

Alternatively, a similar result can also be derived in case
power reflection rather than transmission is measured. Esti-
matingQ(ν) from Sii data has been discussed in [10]. In this
case, instead of (6),R(ν) should be used, defined as

R(ν) =

〈

|Sii|2
〉

− |Γi|2
η2i (1− |Γi|2)2

, (9)

which was shown to be related to (6) asR(ν) = 2T (ν) [11],
thus yieldingM̂W (ν) = 1/πR(ν).
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Fig. 3: Internal power transmission estimated from measured
data and their LOESS-smoothed version obtained over 300
(Ns = 50) and 60 (Ns = 250) adjacent frequency samples
(thick solid line). The modal overlap expected from (8) is
shown on the right-hand vertical axis.

IV. EXPERIMENTAL VALIDATION

The accuracy of these results and predictions were tested
in a cuboid RC, with dimensions5.95 × 2.46 × 3.24 m3 in
CentraleSupelec. Two sphere-capped monocone antennas were
placed within the RC, oriented in such a way as to have
their axis orthogonal, thus minimizing any direct coupling.
Weakly-directive antennas allow to excite the largest number
of directions of arrival in the RC. These antennas are made
of copper and not electrically small, being aboutλ/5 high at
300 MHz; their radiation efficiency can therefore be assumed
to be close to one. The antennas were connected to a VNA
outside the RC, with cables whose losses were fully calibrated
and compensated. A Z-folded stirrer was oriented along 50
uniformly spaced positions, in order to introduce randomness
in the transmission process. 6000 samples of the three main
scattering parameters were measured over the frequency range
0.3 to 3 GHz, for each stirrer position, and translated into an
estimate ofT (ν), as defined in (6). The background lag-1
auto-correlation between the samples was found to be lower
than 5 % over the entire frequency range.
T (ν) was then smoothed using a local regression (LOESS)

processing, in order to reduce the impact of outliers at low
frequency and the uncertainty due to the limited number of
available samples. Results are in Fig. 3. From the same data
KS statistics were computed for each frequency, yielding one
DKS(ν) value for each population. In order to estimate the
probability of rejectionPrej(ν), the distribution function of
KS was estimated by clustering 50 neighboring frequencies
on a receding-horizon basis, finally computing the probability
that DKS(ν) > Dcr, as discussed in sec. II. In order to
test the impact of increasing the population sizeNs, raw
measured data were clustered over 2 or 5 adjacent frequencies,
yielding 100- and 250-sample populations; the processing for
the computation ofPrej(ν) is the same, apart forDcr, which
changes according toNs. The results of this operation are
shown in Fig. 4.

These empirical results are expressed as functions ofT (ν)
in Fig. 5, where they are compared to MC results using (8) and
LOESS results in Fig. 3, in order to mapMW (ν) 7→ T (ν).
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Fig. 4: Probability of rejectingHo (ideal isotropic conditions)
estimated from experimental data, for three sample population
sizes.

Fig. 5 confirms the validity of the MC results and the fact that
T (ν) gives access to an accurate estimator ofPrej(ν).

In particular, (3) and (8) can be used for predicting the max-
imum T (ν) such thatPrej(ν) 6 Pth. E.g., forPth − α < 0.1
and α = 0.05, (4) and (8) requireT (ν) 6 1/1.43

√
Ns,

hence T (ν) 6 0.099, 0.069 and 0.044, corresponding to
MW (ν) > 1.6, 2.3 and 3.6, forNs = 50, 100 and 250,
respectively. From Fig. 3, the LUFs are therefore expected
to be found around 447, 539 and 683 MHz, which are within
less than 10 % of the frequencies at which data in Fig. 4 cross
Pth = 0.15.

In practice, using GoF on empirical data does not allow a
clean-cut decision criterion, because of the inevitable statistical
uncertainty with whichPrej(ν) is evaluated, clearly observable
in Fig. 4. Fig. 5 shows that the fluctuations inPrej(ν) are
indeed well explained by using a binomial law applied to MC-
predicted values ofPrej, modeling the uncertainty inherent
in empirical frequencies of occurrence. Another advantageof
results in Figs. 1 and 2, together with their approximation (3),
is that they do not suffer from significant statistical uncertainty.

V. CONCLUSIONS

MC simulations have demonstrated the univocal relationship
existing between power transmissionT (ν) and the likelihood
of measuring field samples closely approximating the behavior
of a perfectly isotropic diffusion within an RC. Given the
maximum acceptable risk of finding an RC not performing as
expected, the results presented in this paper accurately predict
the LUF from which an RC can be safely operated. Thanks
to its intrinsically smooth and regular nature [3],T (ν) can
be estimated even from relatively small sets of samples, using
smoothing techniques, as LOESS, applied across frequency.

The fact that the proposed models, when applied to empiri-
cal estimates of the modal overlap̂MW , accurately predict the
probability of rejection, is an important result in its own right,
since it provides unequivocal evidence that modal overlap
estimators accurately represent the number of effective degrees
of freedom underpinning the behavior of an RC. Moreover,
MW (ν) is more readily accessible than the number of plane
wavesN(ν), thus making it a natural candidate for predicting
the stochastic performance of an RC.
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Fig. 5: Probability of rejectingHo expressed as a function
of power transmissionT (ν) (top axis) and estimated modal
overlap M̂W (ν) (bottom axis), forNs equal to: (a)50 and
(b) 250. The solid thick lines correspond to the MC-based
results results in Fig. 2, with the shaded area marking the 95%
confidence interval of estimators ofPrej (binomial process).
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